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TRIAX®  Universal Octo LNB 
for MATV/SMATV installations. 

Type: CS 408 OS
RAL 7035

TOO 001 
RAL 7035

TOT 003 
RAL 7016

Art. no. 350045 304401 304448
CHARACTERISTICS

Spurious level
40dB 40dB 40dB

Feedhorn F/D @ 11.7 0.615 0.615 0.615
Frequency stability  

Switching position nonenone nonenone nonenone
Switching low band 0.0 0.0 0.0
Switching high band
FREQUENCY
Output frequency high band
Output frequency low band
LO frequency high band
LO frequency low band
Input frequency high band
Input frequency low band

 

 

50dB 50dB
Conversion gain (min. at room tem-

62dB 62dB

56dB
0.3dB 0.6dB 0.3dB

ISOLATION 
25 typ.dB 25 typ.dB 25 typ.dB

OPERATIONAL 
140mA 180mA 180mA

Operating voltage vertical 15.5 ~ 21.0V/DC 15.5 ~ 21.0V/DC 15.5 ~ 21.0V/DC
10.5 ~ 14.5V/DC 10.5 ~ 14.5V/DC 10.5 ~ 14.5V/DC

Operating temperature range -40 ~ +60°C -40 ~ +60°C -40 ~ +60°C
Temperature range °C °C °C
CONNECTORS
Connector Type F-female F-female F-female
MECHANICAL
Packing QTY 30 1 50
Max. depth incl. feedhorn 135mm 135mm 135mm
Colour RAL 7035 RAL 7035 RAL 7016
Diameter Ø 40mm Ø 40mm Ø 40mm

137mm 137mm 137mm

0.134 0.282 0.155

  


